
 

High Clearance Skid Plate 

For MST CMX and CFX-W 

 

 

 



High clearance skid plate is specially designed part for Max Speed 

Technology CMX and CFX-W chassis based cars and trucks. It makes 

central part of chassis flat and moves transmission case a bit higher. 

There are some modifications requested to your chassis when 

installing this. All modifications will be described on following pages. 

This item is not suitable for CFX chassis because it raises central 

transfer case and it is not possible to couple it with reduction gearbox 

in front of the car – there is not enough space for a driveshaft. In case 

you would change position of front reduction gearbox you can use it 

even for CFX but it is a quite big modification. 

Let’s start with installation. First remove the original skid plate. 

First we show the process with CMX RTR Bronco. 

 

 



Install the lower links first. Access to the screws that holds them in 

skid will not be possible afterwards. 

 

Attach the skid into chassis using 4 screws marked in picture. 

 

 

 



Attach upper links as shown. 

 

Use plastic spacer and put it between transmission case and skid plate 

as shown. The use stock screws to attach it. 

 

 

 

 



You have to put some spacer between battery tray and chassis bracket 

to avoid conflict between it and motor and driveshaft. 

 

 

Although you can use the stock battery tray we strongly recommend 

changing the battery position and do not use the stock battery tray for 

set up with high clearance skid plate. 

 



Transmission got higher so the angles of both drive shafts are larger. 

Even stock driveshafts can manage that but they are completely on its 

own limit on 242 mm and 252 mm wheelbase set up. 

 

 

 



Installation is completed. There might be requested some small 

correction of links for correct wheelbase. 

 

 

CFX-W skid plate installation is very similar. You do NOT use the white 

plastic spacer between the skid and central transmission case. You 

also have to remove central plastic tube driveshaft. 

 

 



For connecting both parts of gearbox together you need to use         

40-45 mm long driveshaft. In the picture is shown Boom Racing 

Voodoo CVD driveshaft with 45 mm length (BRQ90279A). Also 

BADASS Heavy Duty Driveshaft 41-44 mm can be used 

(BRBD955003H). 

 

 

 


