
How to install modified gear set and HPI 

Wheely King GRU into your Tamiya CC-01 / 

XC 

This gearing set gives ideal gearing ratio to your CC / XC truck. It 

replaces stock 16/20T pinion gear and spur gear when you install a 

gear reduction unit ς mostly HPI Wheely KING. This set gives your CC-

01 / XC optimal speed, torque and consumption. 

Recommended combinations: 

A: 27T stock Tamiya  motor + HPI Wheely King GRU + Loops Model 

Modified Gear Set 

B: 20T HPI Saturn motor + HPI Wheely King GRU + Loops Model 

Modified Gear Set 

Car is fast enough and has massive torque. It can drive over 3 hours 

using combination A on 2S 5300 Lipo 

Lets compare stock spur gear with Loops Model spur gear. Massive 

teeth from hard plastics will last for years ς 1 year of testing with 

rough handling. 

 

 

 

 

 

 



Loops Model Modified Gearing set: Spur gear + pinion gear 

 

 

 

 

 

 

 

Stock Tamiya 27T motor with HPI Wheely King GRU and plastic motor 

mount and installed Loops Model pinion gear. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



Take a gear cover: 

, 

 

 

 

 

 

 

 

 

 

  

 

And cut it like this: Dont forget to trim marked area, it makes 

installation of GRU easier. 

 



Everything must fit smoothly, marked areas requieres to be trimmed 

and can cause troubles. 

 

  



This is the place where the pinion will be rubbing the plastic case. 

 

Use your Dremel or another tool to trimm the plastic case, you are 

going to trim about a half of the plastic side ς be carefull to not trim 

to much! 

 

 

 

 

 

 

 


